[l_ N D:l Cod: NS70000DHBL0G

Ce AL

Nest 70 | 8 W| diffuse | Garden | anps

@17cm

Techni cal Specifications

Source lamp LED8W

Total wattage 8

Voltage 220-240Vac -50/60 Hz
Control On/Off

Luminous flux (*Source flux) 1751m (640 Im*) @ 3000 K
Luminous efficacy 22 Im/W @ 3000 K
McADAM steps 3

Beam diffuse

CRI >90

Life time L80-B15>60.000 h Ta 40°C
IP rating 65

IK rating 8

Insulation class |

Material s

Body Welded steel frame, aluminium heatsink
Diffuser Opal polycarbonate

Finishing Black - Polyester powder paint
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E (lux) Phot onetry

H(m) lux (3000 K) @(m) Angoli Gamma 180 120
1.00 122 0.86
105 150 105
2.00 30 1.7
) 90
3.00 14 2.57
150
4.00 8 3.43 7 7
5.00 5 4.28 300
60 60
450
45 45
600
750 cd/kim
30 15 0 15 30

| ncl uded accessori es

- 2 mlength cable HO7RN-F
0404M010 Single connection IP68

- Treerope

Avai | abl e accessori es

01083020000V NS70 debris protection kit

01083030000V NS80 debris protection kit
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